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	Material: 
Millway 100 Slideway Oil
Supplier: Millers Oils Ltd,
Hillside Oilworks,

Rastrick Common,

Brighouse,

West Yorkshire,

HD6 3DP

	Date of MSDS: 21.05.15
Contents:

Contains Zinc alkyldithiophosphate

	
	

	Health: not considered to be hazardous to health.
Exposure Limit:

YEL / WEL: 
 


	Method of Use: Pouring / decanting
Area: Machinery Space / Lift Shaft
Exposure time: ½ to 1 hour per day

	Hazards:
	Personal Protective Equipment:
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	Irritant
	
	
	
	Long Sleeved Work Wear
	Safety Glasses
	Nitrile Gloves
	

	
	

	Hazard Statements:

· R36/38: Irritating to eyes and skin

· R51/53: Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic environment
	Spillage:

Prevent entry into drains.

Use suitable inert absorbent material – e.g. sand
Transfer to a closable, labelled salvage container for disposal by an appropriate method.

	First Aid:

Inhalation – Under normal conditions of use, inhalation of vapour is not likely to cause an acute hazard.
Skin contact – Wash immediately with plenty of soap and water.
Eye contact – Flush the eye with copious amounts of water for 15 minutes. If persistent irritation occurs, seek medical advice.
Ingestion – If contamination of the mouth occurs wash out thoroughly with water.

	Handling:
Avoid direct contact with the substance.


	Fire:

Suitable extinguishing media for the surrounding fire should be used. Use water spray to cool containers.
	Storage:
Store in cool, well ventilated area. Keep container tightly closed.

	
	Disposal:

Dispose only via a licensed waste contractor as Hazardous Waste.


This assessment shall be reviewed annually by HSEQ – the document will only be re-issued when changes are made to the content.
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